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Rainscreen Perforated Panel System
Description

be manufactured in aluminium, corten and steel
plate from thicknesses which range from 3mm
to 4mm.

Use

Provides a decorative finish to open areas which
require an attractive alternative to unsightly large
facades, openings or plant and machinery. The
product has a varying free area which retains
good airflow and ambient light distribution whilst
still offering a visual restriction in chosen
directions of sight. The product is inherently
secure and in thicker materials (above 3mm) is
suitable for use in areas of heavy traffic and will
keep out unwanted guests. It is particularly
useful for carpark facades and with careful
consideration provides a successful pedestrian

barrier to open levels.
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Available in aluminium 3mm to 4mm thick,
galvanised steel and corten materials.
Aluminium version supplied with anodized
or polyester powder coated alternatives.

Structural Properties

Good span abilities requires structure at
up to 1500mm wide between supports.
WPL offer full secondary support frames to
span up to 6m between fixing points back
to primary structure.

Fixing

Product face fixed or specialist clamped

onto WPL support frame systems.
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\ Max Panel Height \

MPH

General Specification

e Material - Aluminium
- Steel
- Corten

* Gauge - 3to4mm

e Variables - Free Area
- Triangular Pitch

- Perforation Dia
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General Specifications

Materials

Panels can be manufactured in the following
materials, although not restricted to this range.

Aluminium
Corten
Steel
Galvanised
Copper

approx 600mm ‘

Thickness range from 3mm to 4mm as
standard but not restricted.

Finish

Where appropriate PPC, Anodised, Zinc, Galve
finishes are all available. Where anodising is
specified we certify the appropriate aluminium
grade.

Single panels up to 4m in length
»

Perforations

We can specify a wide range of available
perforations from different diameter holes and
at different centres to specialist shapes and
picture driven facades.

Supporting the panels

WPL stock specialist vertical supports to
accommodate spans up to and including 7m
between the fixing points back to structure.
Each panel can also have various means of
support frame, the detail opposite is just one
example.
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max 1250mm in 3mm Aluminium
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WPL PERFORATED PANEL SYSTEM TYPICAL CORNER DETAIL
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WPL PERFORATED PANEL SYSTEM TYPICAL CORNER DETAIL vertical support mullion where panel width

exceeds 500 x 500mm comer
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