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Test. No. 06332-6250A

WPL LS 75 AP Acoustic Panel

Tested to BS EN ISO 10140-2:2021
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HEALTH & SAFETY

Noise control acoustic panel manufactured from galvanised steel. Incorporates dense
intumescent infill and liner medium wrapped inside perforated sheet R6 T10, with a solid
unperforated rear face. Supplied in modular cassette form with maximum module dimensions
of 100mm x 2000mm and a maximum module weight of 50kg (26.7kg/m2). Achieves a weighted
sound reduction index of Rw 38 dB when tested to BS EN ISO 10140-2:2021. Can be adapted to
provide full acoustic enclosures.

Application

Suitable for acoustic treatment in populated areas where reverberant noise levels need to be
controlled. Strategically placed panels reduce the effect of deflected noise, effective for both
internal and external applications, particularly in plant screens. Can be introduced to existing
spaces or designed into new schemes. Support frame available up to 3m high cantilevered,
with secret fix options for a clean external appearance.

General Specifications

Product Code WPL LS 75 AP

Panel Depth 75mm

Span 1,100mm

Material Galvanised steel. Aluminium and stainless steel options available.
Finish Polyester powder coat to BS 6496, or mill galvanised steel

Max Module Width 300 - 1,J00mm

Max Module Height 300 — 2,000mm

Max Module Weight 50kg (26.7kg/m2)
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SOLID UNPERFORATED FACE, SUPPORT / SECRET FIX AVAILABLE
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Performance

Octave
Band Hz

TL (dB) 22 25 26 36 43 49 51 50 38

63 125 250 500 K 2K 4K 8K RwdB



https://wpluk.com/product-details/wpl-ls-75-ap-acoustic-panel/
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	WPL LS 75 AP Acoustic Panel
	Tested to BS EN ISO 10140-2:2021
	Noise control acoustic panel manufactured from galvanised steel. Incorporates dense intumescent infill and liner medium wrapped inside perforated sheet R6 T10, with a solid unperforated rear face. Supplied in modular cassette form with maximum module dimensions of 1100mm x 2000mm and a maximum module weight of 50kg (26.7kg/m2). Achieves a weighted sound reduction index of Rw 38 dB when tested to BS EN ISO 10140-2:2021. Can be adapted to provide full acoustic enclosures.

	Application
	Suitable for acoustic treatment in populated areas where reverberant noise levels need to be controlled. Strategically placed panels reduce the effect of deflected noise, effective for both internal and external applications, particularly in plant screens. Can be introduced to existing spaces or designed into new schemes. Support frame available up to 3m high cantilevered, with secret fix options for a clean external appearance.
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