
  Product Code   WPL PD

  Beam Centres   600mm

  Mounting   Free-standing, no roof penetration

  Material   Pre-galvanised steel with aluminium and stainless steel options

  Compatible Screening   WPL SF B ballasted support frame for perimeter screen

  Finish   Any RAL colour (polyester powder coat to BS 6496), or mill galvanised finish

  Structural Calculations   Project-specific, independently validated, included as standard

  Warranty   Up to 10 years (applicator T&Cs apply). Suitability for marine environments
  depends on material selected.

Supporting Structures

WPL PD

Rooftop plant deck system manufactured from pre-galvanised steel with aluminium and
stainless steel options. Designed to distribute the weight of rooftop plant and equipment evenly
across the building structure, eliminating dangerous point loads and allowing plant to be
positioned anywhere on the deck. Constructed as a modular raft on supporting beams at
600mm centres, sitting on the roof without penetration of the membrane. Compatible with the
full WPL screening range, allowing a ballasted perimeter screen to be installed around the deck
where plant concealment is required.

Suitable for rooftop installations where air conditioning units, mechanical plant, or other
equipment needs to sit on a roof that cannot accept concentrated point loads. The deck acts
as a load-distribution raft, spreading weight across the underlying roof structure. Plant can be
positioned freely on the deck surface without structural constraint. Where perimeter screening
is required to conceal the plant, the WPL SF B ballasted support frame can be installed around
the deck edge, creating a complete plant screening solution from a single manufacturer.

Application

General Specifications

Plant Deck
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WPL PD - Technical Data

Structural
Performance
WPL supporting
structures are
engineered to project-
specific requirements,
with independently
validated structural
calculations and wind
load analysis included
as standard.

The plant deck distributes
load evenly across the
roof structure, eliminating
point loads and allowing
flexible positioning of
rooftop plant.

Where perimeter
screening is required,
the deck integrates
seamlessly with the WPL
ballasted support frame
range.

Suitability of the
substructure remains
the responsibility of
the specifier.

Changes to the
arrangement detailed
may incur additional
cost.
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