
  Material

  Galvanised steel or Stainless steel
  (frame). Extruded aluminium,
  Galvanised steel or Stainless steel
  (louvre infill).

  Finish

  Any RAL colour (Qualicoat 
  approved polyester powder
  coat to BS 6496), Anodised, or
  Mill finish. Stainless steel
  available in natural finish or
  anti-graffiti lacquer.

  Warranty   Up to 25 years (subject to
  applicator terms and conditions)

  Certification   LPS 1175 SR2

WPL-SR2 Security Rated Louvre/Rainscreen

Interact with 3D model

Security Rated Louvre Doors & Screens

Security rated louvre and rainscreen screen system manufactured from galvanised steel or
stainless steel. Can insert extruded aluminium, galvanised steel or stainless steel louvre infill.
Certified to LPS 1175 SR2, confirmed and tested by the BRE test facility, providing security from
prolonged attack. Accepts variable pitch louvre infill, solid, decorative or perforated panels
without compromise, creating a seamless continuous appearance.

Suitable for active ventilation systems or
passive decorative rainscreen applications
requiring certified security. Can be combined
with the WPL SR2 rated louvre door to create
a fully integrated, security rated enclosure.
Configurable as a louvred screen or
rainscreen to suit architectural requirements.

Application

General Specifications

Tested to LPS 1175 SR2

Copy Specification Text
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https://wpluk.com/3d/WPL-SR2-Security-Rated-Louvre-Rainscreen
https://wpluk.com/product-details/wpl-sr2-security-rated-louvre-rainscreen/
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